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Maximum efficiency thanks to 
quick detection rate

PORTAFID® M3-K
Inspect underground pipes professionally – 
with the flame ionisation detector
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Check gas pipes, landfills and old waste 
deposits for gas leaks.

Get started  
easily with  
measurement

Measure selecti-
vely and without 
interference

Automatic zero-point 
setting and linear display 
from 0 to 10,000 ppm CH4 
ensure precise and reliably 
measuring results.

Automatic ignition when 
switched on, manual 
re-ignition if necessary. 
Start measuring easily 
without wasting any time.

Impressive  
measuring  
accuracy

The PORTAFID® M3-K 
reacts exclusively to 
hydrocarbons and is 
impervious to moisture.
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Scan for  
detailed product  
information:

CH4

PORTAFID® M3-K

PORTAFID® M3-K
Flame ionisation  
detector for inspecting 
underground pipes

Even more benefits for you:
  �Customise the alarm threshold

  �Alarm automatically armed following two-minute interruption

  �Volume flow and flame are continuously monitored so that you 
can work safely

  �A two-stage pressure regulator ensures high pressure stability

  �You can see the remaining operating time on the display at any 
time

  �With test gases of 10, 100, 1000 and 10,000 ppm CH4 you can 
adjust the measuring ranges accordingly

  �Switch the measuring ranges automatically or manually

  �Thanks to the illuminated LCD, you can see the measurement 
values even in poor lighting conditions

  �In addition to the digital measurement display, an analogue dis-
play is also available

  �You can recognise peak values immediately, as a drag indicator 
shows the maximum concentration

  �With an electric operating time of up to eight hours, you can 
easily get through an entire working day

  �The device is fully charged again in just two and a half hours

  �With a 0.4 litre fuel gas bottle, you can work up to 25 hours at a 
time

  �Compatible with the SeCuRi® SAT documentation software

CH4

Legend

Detecting

https://www.sewerin.com/en/products/gas/gas-detection-devices/portafid-m3-k?utm_source=prospekt&utm_medium=print
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Accessories for your everyday work
Whether you are detecting leaks, performing maintenance or calibrating – the right original 
accessories simplify your work and ensure smooth processes.

  �For inspecting pipe networks on 
unpaved surfaces

Bell probe /  
telescopic bell probe

  �For inspecting pipe networks on 
paved surfaces

Pro carpet probe

  �Fuel gas for ionising the gas flame 
in the detector

0.4 litre fuel gas bottle  
40 % vol. H2 /60 % vol. N2

  �For adding the test gas for adjust-
ment with the SPE ppm and DUO 
test sets and for the sensitivity 
test with the test plate

Sewerin test gas cans 
10 ppm CH4

  �For carrying out the 10 ppm sen-
sitivity test with the PORTAFID® 
M3-K and connected carpet or 
bell probe

Test plate

  �Everything you need for pipe 
network inspection

M3/M3-K SK4 case

  �Hard shell case for storing testing 
equipment (SPE ppm, external air 
hose, test plate with hose)

PPM  
test case

  ��For testing and adjusting the 
display sensitivity with 10 ppm 
CH4

	

SPE ppm  
test set

  �For testing and adjusting the dis-
play sensitivity and checking the 
pump capacity. One connection 
for 10 ppm CH4 and another for 
all other test gases (Vol.% and % 
LEL range)

SPE DUO  
test set



Is the PORTAFID® M3-K the right solution for your application? Let’s talk. Our service 
and sales team will be happy to help you select the right device and accessories. We 
are there to support you when commissioning the device as well as afterwards.

Do you have questions?  
Call us.

102657 – 09/2025
Subject to technical changes.
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